20010619.ba v03_n175.bam.20010619 


>From ???@??? Tue Jun 19 08:13:37 2001 -0500 

Message-Id: <200106191313 . f5JDDILu012933@sco.theporch. com> 
Date: Tue, 19 Jun 2001 08:12:34 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3175 


BOATANCHORS Digest 3175 
Topics covered in this issue include: 


1) Here's some big fun, and surely a BA! 
by john <johnmb@mindspring.com> 
2) Re: The Ultimate Amplifier 
by "James C. Garland" <4cx250b@miavx1.acs.muohio.edu> 
3) Re: The Ultimate Amplifier 
by "russ dworakowski" <wb3fau@hotmail .com> 
4) Ranger II AC Cord/Fuse Replacement 
by Robert Lawson <w4rl@bellsouth.net> 
5) HRO ident, further 
by BEN NOCK <G4BXD@compuserve.com> 
6) Re: The Ultimate Amplifier 
by "Sandy W5TVW" <ebjr@i-55.com> 
7) Re: Here's some big fun, and surely a BA! 
by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
8) Re: The Ultimate Amplifier 
by Scott Robinson <spr@earthlink.net> 
9) Re: The Ultimate Amplifier 
by W7QHO@aol.com 
10) BA Stuff FS 
by Merz Donald S <merz.ds@mellon.com> 
11) Re: The Ultimate Amplifier 
by "Richard Brunner" <rbrunner@gis.net> 
12) RE: The Ultimate Amplifier 
by Morris Odell <MorrisO@vifp.monash.edu.au> 
13) FS: Hallicrafters HT-37 
by Bill Cotter <bcotter@pop.uky.edu> 
14) BA sighting, TOUCH OF EVIL, 1958 
by Andy Wallace <wallace@world.std.com> 
15) Re: The Ultimate Amplifier 
by Dan <hankarn@pacbell.net> 
16) Re: The Ultimate Amplifier 
by Arden Allen <gumbear@pacbell.net> 
17) Re: Ranger II AC Cord/Fuse Replacement 
by Arden Allen <gumbear@pacbell.net> 
18) Re: BA sighting, TOUCH OF EVIL, 1958 


by "Dick Dillman" <ddillman@igc.org> 
19) Chrome and Glass Live Again! 
by "Bob Nickels" <ranickel@mwci.net> 
20) RCA Crystal Unit ??? 
by n6énae@ix.netcom.com 
21) Re: RCA Crystal Unit ??? 
by Charles Ring <charlesr@infonline.net> 
22) Re: Ranger II AC Cord/Fuse Replacement 
by "James C. Garland" <4cx250b@miavx1.acs.muohio.edu> 
23) Re: Chrome and Glass Live Again! 
by Ned Ely <adcinfo@ghg.net> 


Message-Id: <3.0.3.32.20010618064656.00£505dc@mindspring.com> 
Date: Mon, 18 Jun 2001 06:46:56 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@mindspring.com> 

Subject: Here's some big fun, and surely a BA! 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


No, it's not mine, so don't jump me, but it's sure an odd _ one: 
http: //cgi.ebay.com/aw-cgi/eBayISAPI .d11l?ViewIltem&item=1247156963 


Fun stuff....it's neat that this still surfaces from time to time! What a 
beauty! 


Message-Id: <4.2.0.58.20010618074809. 00a77688@miavx1.muohio.edu> 

Date: Mon, 18 Jun 2001 07:50:38 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "James C. Garland" <4cx250b@miavx1.acs.muohio.edu> 

Subject: Re: The Ultimate Amplifier 

Mime-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="=====================_483067995==_.ALT" 


Content-Type: text/plain; charset="us-ascii"; format=flowed 


Great pictures, Arden! The guy is nuts, but his workmanship is first-rate. 
I particularly like his comment that 866 rectifiers "sounded better" than 
3B28s. 

73, 

Jim W8ZR 


At 10:24 PM 6/17/2001 , you wrote: 


>Hi Jerry; 

> 

> > An interesting site about a single-ended audio amp using the WE212 tube. 
>> 

> > http://www.teleport.com/~tube/212amp.htm 


Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KR KK KK KKK KKK KKK KK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK KR KK KKK KK KKK KK KKK KKK KKK KKK 


+ + + FF FF OF 
+t + FF FF 


- -SSSSSSSSSSSsS======== 48306799 ==_.ALT-- 


From: "russ dworakowski" <wb3fau@hotmail.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: The Ultimate Amplifier 

Date: Mon, 18 Jun 2001 11:16:54 -0400 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <LAW2-F36bvBDxroC6P000015d49@hotmail . com> 


Hey folks maybe we can find a way to stuff a few more bucks into that 
amp? WOW! 


>From: Arden Allen <gumbear@pacbell.net> 
>Reply-To: gumbear@pacbell.net 

>To: Old Tube Radios <boatanchors@theporch. com> 
>Subject: Re: The Ultimate Amplifier 

>Date: Sun, 17 Jun 2001 19:24:00 -0700 


> 
>Hi Jerry; 

> 

> > An interesting site about a single-ended audio amp using the WE212 tube. 
>> 

> > http://www.teleport.com/~tube/212amp.htm 

> 


>Quoting from the web site: 
> 


>"All who heard the beast agreed that it was very hard to find it's audible 
>faults. It was powerfull sounding, yet delicate, speaker control was 
>excellent, but forgiving of even the nutty loads that electrostatic 
>speakers can reflect back through the Opt trans. .......... 

> 

>Looking at the pictures I was impressed with the sturdy construction of the 
>carts the amplifiers are perched on. Could use a couple in my 
>Sarage....... 

> 

>Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Message-ID: <3B2E1F0F.4B726343@bellsouth.net> 
Date: Mon, 18 Jun 2001 11:32:31 -0400 

From: Robert Lawson <w4rl@bellsouth.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Ranger II AC Cord/Fuse Replacement 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Fellows, 


First allow me to say thanks to all those who gave me specific 
information from acutal experience with the Johnson Ranger (II) in 
outboarding the 18k R-3 resistor from the vfo housing, and also adding a 
150 volt zener outside of the vfo case. Now my Ranger II's vfo 
stabilizes in a matter of a few minutes, and the vfo housing is much 
cooler to the touch. 


Now, from those who have acutally done this, what is the 'best' way to 
replace the two wire fused plug with a three wire line and add a fuse 
assmebly? Me and that Ranger II of mine have been havin' a good 
ol'fashioned staring down contest at each other's face all morning long, 
and presently that beast is winning. 


Thanks, 


Robert WPE4FGR W4RL Pensacola 


Date: Mon, 18 Jun 2001 13:07:40 -0400 
From: BEN NOCK <G4BXD@compusetrve.com> 
Subject: HRO ident, further 


To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200106181307_MC3-D622-3F56@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


www.qsl.net/g4bxd/g4bxd14.htm 
Further info on each set added to page, if anyone can = 


shed further light as to model, age etc then please let me know. = 


cheers, Ben. G4BXD 


Message-ID: <Q00201c0f£828$57f£79ec0$63a2cdd1@ebjr> 
From: "Sandy W5STVW" <ebjr@i-55.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: <glowbugs@piobaire.mines.uidaho.edu>, 

"Boatanchors reflector" <boatanchors@theporch.com> 
Subject: Re: The Ultimate Amplifier 
Date: Mon, 18 Jun 2001 11:42:46 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="Windows-1252" 

Content-Transfer-Encoding: 7bit 


Subject: Re: The Ultimate Amplifier 


> Hey folks maybe we can find a way to stuff a few more bucks into that 
> amp? WOW! 


I think the "most interesting" part was the blurb on the website on 
rectifiers! 

How it was described that the "sound was better" using mercury-vapor 
rectifiers instead of gas or vacuum ones!!!! 

Are these "audiophools" for real? If I'd have believed that such "snake 
oil" 

would have been believed say 25 years ago, I'd have become a 
multimillionaire! 


Proof positive that nowadays there seems to be an awful lot of folks out 
there 
with oooodles of money, lots of free time and almost zero "horse-sense"! 


No wonder we have so many nutty theories about the environment, global 
warming, ozone layer, etc., etc. 


13; 


Sandy W5TVW 


Date: Mon, 18 Jun 2001 15:15:57 -0400 (EDT) 

From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
Message-Id: <200106181915 .PAAQ0851@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Here's some big fun, and surely a BA! 


I quote from ebay post re shipping.... 


WE USE THE US POST OFFICE AS THEY ARE CHEAPER THAN OTHERS. WE ALSO SHIP 
PRIORITY AND WILL QUOTE YOUR SHIPPING PRICE ON THIS. UNLESS THE ITEM IS 
STRONG ENOUGH TO HANDLE EXTRAS DAYS IN TRANSIT WE MAY CONSIDER AN 

ALTERNATE METHOD. 


If ever a need demanding "ALTERNATE METHOD," here it is. 


Whatta neat giz. I'd just love to hear the M-G set spin up!!! 
Must sound better than a SE 866 rectifier supply. 


Message-ID: <3B2E56BE.857B1622@earthlink.net> 
Date: Mon, 18 Jun 2001 12:30:06 -0700 

From: Scott Robinson <spr@earthlink.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch. com> 
Subject: Re: The Ultimate Amplifier 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Sandy W5TVW wrote: 

Subject: Re: The Ultimate Amplifier 
>> 

there 


No wonder we have so many nutty theories about the environment, global 
warming, ozone layer, etc., etc. 


VV VV VV VV WV 


Proof positive that nowadays there seems to be an awful lot of folks out 


with oooodles of money, lots of free time and almost zero "horse-sense"! 


> 
>Sandy, 


I wish you would not confuse matters that have real scientific bases 
(environment, global warming, ozone layer depletion) with people who 
think mercury vapor rectifiers sound better. The environmentla issues 
at least are arguable on a scientific basis, generally not about whether 
the effects are real but about time scales and matters of degree. 


If the amplifier guys wanted low power supply output impedances, they 
shoulda used Silicon diodes, and they'd get no gas tube switching hash, 
either. 


peace, 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


From: W7QHO@aol.com 

Message-ID: <c4.15eabd50.285fb5c2@aol .com> 
Date: Mon, 18 Jun 2001 15:51:30 EDT 

Subject: Re: The Ultimate Amplifier 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Scott, 
Right on! 


Dennis D. W37QHO 


Message-ID: <20010618200038.8884.qmail@mellon.com> 
From: Merz Donald S <merz.ds@mellon. com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: BA Stuff FS 
Date: Mon, 18 Jun 2001 15:56:54 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 


Boatanchor Stuff For Sale & Wanted 


FOR SALE 


Military ARC-5 BC-458A Radio Transmitter: This is a BC-458-A command set 
radio transmitter from the famous Army SCR-274-N aircraft radio series. This 
set covers 5.3-7MC and is cosmetically unmodified except for two 1/8" holes 
in the top cover. Includes all tubes and crystal. Electrically, the pin 
connections at the rear connector seem to have been changed. But the rear 
connector is original and intact. The tag says Signal Corps U.S. Army Radio 
Transmitter BC-458-A. Made by Western Electric. Untested. As-is. $30 


Astatic JT-30 Microphone: This is a classic Astatic JT-30 microphone favored 
by old-time ham radio operators and harmonica players It has a chrome face 
and gray body. The chrome is in excellent shape. The paint has some scuff 
marks. With original desk stand. Cord terminates in 3-wire 1/4" phone plug. 
$45 shipped in the US. 


Astatic 10-D Microphone: This is an Astatic 10-D microphone commonly used 
with SSB ham radios due to its crisp sound. The chrome on this one has some 
very tiny pencilpoint-size blemishes on the front but it is in excellent 
condition overall. I have used this with my Drake T-4XB and it sounds very 
good. There is no stand with this microphone. The connector is a 
Heathkit-style 2-pin round type. $55 shipped in the USA. 


WWII Book: Marshall Report On The Army This is a collection of George 
Marshall's biennial reports to the Secretary of War from July, 1939 to June, 
1943. So these cover a very interesting period during the US's WWII buildup. 
A decent reference source. Faded pages but good covers and spine--not 
falling apart. $5 PPD 


CEI/WatkinsJohnson HF Converter: This is a CEI (Watkins-Johnson) FE-103 HF 
converter designed to be used with the CEI VHF receivers. On the back, it 
just has RF In and RF OUT BNC jacks and an output for a panadapter. This 
appears to be a hybrid tube/transistor design that uses tiny Nuvistor and 
ceramic tubes. It lights up and does not smoke but it is otherwise untested. 
With top and bottom covers. $60 


RTTY Magazine: This is 9 vintage issues of RTTY Journal Magazine. The issues 
are 11/62, 3/75, 7/8,9,10,11,12/76, 1,2/77. Covers have some marks but 
overall these are in good usable condition. $11 PPD 

Hallicrafters SX-110: I have a nice one that I am about to list on eBay. 
E-mail me if you are interested. 

Hallicrafters SX-43: ditto 

WANTED 


Hallicrafters Skyrider Marine S-19 (no "R") manual copy wanted 


Hallicrafters Skyrider Defiant SX-24 manual copy wanted 

Johnson Viking II manual copy wanted 

Johnson Viking II bottom cover wanted 

Johnson Viking II original switches wanted--please email for details 
Johnson Viking 122 VFO manual copy wanted 


INFORMATION WANTED: DELFT: Has anyone come across any receiver or 
transmitter kits made by the 

1930's west-coast distributor DELFT. Has anyone seen their transmitter 
circuits published anywhere? 


KK KI KKK KKK III KIKI KIKI IKI KKK IIIA KIKI IIIA III III IK III III IAAI IK IK 
DISCLAIMER: The information contained in this e-mail may be confidential 
and is intended solely for the use of the named addressee. Access, copying 
or re-use of the e-mail or any information contained therein by any other 
person is not authorized. If you are not the intended recipient please 
notify us immediately by returning the e-mail to the originator. 


Message-ID: <005001c0f£847$1a6d21a0$a93129d8@tneltcds> 
From: "Richard Brunner" <rbrunner@gis.net> 
Cc: <glowbugs@piobaire.mines.uidaho.edu>, 

"Boatanchors reflector" <boatanchors@theporch.com> 
Subject: Re: The Ultimate Amplifier 
Date: Mon, 18 Jun 2001 18:31:46 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="Windows-1252" 

Content-Transfer-Encoding: 7bit 
To: Old Tube Radios <boatanchors@theporch.com> 


Yes, and what about the specially drawn silver wire? Someone should have 
told him about oxidation - he should have gone for gold. 


Richard Brunner, AA1P 


Message-ID: 
<07A064EA6042D4118A62009027F70E77051928@nt_exchange.vifp.monash.edu.au> 
From: Morris Odell <MorrisO@vifp.monash.edu.au> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: The Ultimate Amplifier 
Date: Tue, 19 Jun 2001 09:04:40 +1000 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


Anchorites, 


The response to this item has been as interesting in some ways as the item 
itself. I certainly have as much contempt as anyone else for the idiocies of 
the audiophoole set however this thread got me thinking about WHY we feel 
this way. Is is because of the non-scientific nature of their claims of 
"subjectivism'? Is it because they waste the world's quasi-finite tube 
resources on their toys that we would like to have for our toys? Would feel 
the same way if they liked things like multifunction TV compactrons with 8 
volt heaters that we have no use for? 


I think it's appropriate to look at the psychology behind their drivel. In 
some ways they are a lot like us. They like warm glowing equipment, so do 
we. They mostly live in free countries where you can waste your money on 
whatever you like, so do we. They aren't hurting anyone other than jacking 
up the price of tubes, so do we. They like to build elegant tubed equipment, 
so do I (and many of the rest of us). They certainly build some beautiful 
gear even if it is over the top, but some of it is well designed and helps 
to keep the technology alive. 


There are all sorts of other people out there who like to build things with 
old technology for similar reasons. Just do a net search for nixie tubes, 
little CRTs or dekatrons and you will see all sorts of interesting and 
imaginative things people have done. OK so they are not the intended use, 
and some prices have gone up, but who cares? It's better than landfill. 


I think some of the difference lies in the justification for what they do. 
We at least seem to have a realistic idea of the limitations of our stuff 
and don't make unrealistic claims about it. But if that's what they need to 
do to legitimise themselves, so be it. 


I think of things like that over-the-top amplifier as modern sculptures, or 
perhaps what the British call "follies". We must not dismiss the enormous 
effort, however misguided, that has gone into the design and construction of 
them. I take my hat off to the builder just as I would to any other artist 
with the tacit acknowledgement that I still think he's nuts. But nuts in a 
constructive way - better that cutting off your ear! 


Incidentally there's a similar thread at the moment on the Yahoo Tek scope 
group. People there are discussing selling the Telefunken tubes from Tek 
scopes for $$$ and replacing them with cheaper version. 


This has turned into a longer post than intended so I'll shut up and hope 
Jack doesn't get too upset ;-0 


73 de Morris VK3DOC 


Message-Id: <5.0.0.25.2.20010618194342 .0187d8d0@pop.uky.edu> 


Date: Mon, 18 Jun 2001 20:56:06 -0400 

To: Old Tube Radios <boatanchors@theporch. com> 

From: Bill Cotter <bcotter@pop.uky.edu> 

Subject: FS: Hallicrafters HT-37 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


I have for sale a Hallicrafters HT-37 that works great electrically 
and is in very nice condition cosmetically. This transmitter is 
exceptionally clean inside and out, the knobs are perfect, the 
panel is very nice shape with a few minor scratches, the controls 
all work smoothly, and the cabinet is free from dents with the 
usual nicks and scuffs from 40-years of handling. Digital pictures 
(nine total, 460kB) in jpg format are available upon request. 


I originally purchased it from one of our list members, and used it 
extensively with my 513-3 and 75A-4. The phase-shift generated SSB 
audio reports are quite good with a D-104, and the CW keying 
waveform is ideal for DX'ing (hard edge, soft trail). The 
microphone jack has been replaced with a three-circuit to 
facilitate PTT operation. Output on 40m AM (DSB) is 85W as read by 
the 'Bird' into a dummy load. 


This unit is quite heavy, tipping the bathroom scale at 
approximately 70-lbs. When I package it I will wrap it in plastic, 
double-box it in triple-wall boxes, and use 2" foam packing between 
the boxes. I expect the shipping weight to be approximately 90-lbs. 
We can estimate shipping and insurance costs from my qth to your's 
via the http://www.ups.com site. 


Price - $225 plus shipping and insurance. 


73 es tnx bill n4alg 


From: Andy Wallace <wallace@world.std.com> 

To: Old Tube Radios <boatanchors@theporch. com> 

Subject: BA sighting, TOUCH OF EVIL, 1958 

Date: Mon, 18 Jun 2001 20:57:07 -0400 

Message-ID: <7j8titg51p71p1£3nenq33horje9k4ueic@4ax.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Just watched this one over the weekend -- Orson Welles plays a corrupt police 
chief in a border town and Charlton Heston plays his honest Mexican 
counterpart... Anyway, the BA in question is in the office of the seedy motel -- 
A Hallicrafters SX-42, pumping music to the seedy cabins... 


Worth watching just to see Dennis Weaver play the kooky night manager, or to 
see poor Welles tote his 400 lbs around. 

--Andy 

wallace@world.std.com 


Date: Mon, 18 Jun 2001 18:12:06 -0700 

From: Dan <hankarn@pacbell.net> 

Subject: Re: The Ultimate Amplifier 

To: Old Tube Radios <boatanchors@theporch.com> 
Cc: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <3B2EA6E6.DD6156D7@pacbell.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=us-ascii 
Content-transfer-encoding: 7bit 


Morris, As always you are right on point. Wish me were as smart Hi. What 
gets me with the audio fools is that they can hear the whole range when 
they have already blown away probably 40 to 60% of their range due to 
massive amount of DB's pumped through all of those gold connectors to 
hear from 0 to 23,000 cps. 


They do build some nice big bux's stuff. 

I flew the Steppenwolf around on gigs for 3 1/2 months they used 1000 
watts per channel. I think my brain what is/was left quit rattling and 
shaking 6 months later. The groupies were great, they only wanted you to 
be with the troupe. 

One and two night stands for 3 1/2 months is rough on the system, that 
was nearly 30 years ago. now 69. and kicking. Hi. 

Drop in the next time you are in the area. 

Hank 


Date: Mon, 18 Jun 2001 18:11:33 -0700 

From: Arden Allen <gumbear@pacbell.net> 
Subject: Re: The Ultimate Amplifier 

To: Old Tube Radios <boatanchors@theporch.com> 
Cc: glowbugs@piobaire.mines.uidaho.edu, 

Boatanchors reflector <boatanchors@theporch. com> 
Message-id: <QGF5009XNL1I5HT@mta7.pltn13.pbi.net> 
MIME-version: 1.0 
Content-type: text/plain; charset=Default 
Content-transfer-encoding: 7bit 


Hi Sandy; 


> No wonder we have so many nutty theories about the environment, global 
> warming, ozone layer, etc., etc. 


Those "nutty theories" are based on sound science. Can't say that for 
$10,000 peanut whistles. 


Arden Allen KB6NAX Vallejo, CA sgumbear@pacbell.net 


Date: Mon, 18 Jun 2001 18:07:46 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Ranger II AC Cord/Fuse Replacement 
To: Old Tube Radios <boatanchors@theporch. com> 
Message-id: <QGF5009XKL13HT@mta7.pltn13.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=IS0-8859-1 
Content-transfer-encoding: 7bit 


Hello Robert; 


> Now, from those who have acutally done this, what is the 'best' way to 
> replace the two wire fused plug with a three wire line and add a fuse 
> assmebly? ......... 


I'm assuming you want to use your transmitter in your station and this 
isn't an academic exercise. A three wire cord on a ham transmitter is 
somewhat of a silly convenience. First of all, a transmitter needs a low 
impedance, high current ground. Low impedance for RF control in the shack, 
high current in event of a lightening strike, and last, but not least, for 
operator safety. A three wire cord fails miserably on all three counts. A 
robust grounding stud on the thransmitter's chassis attaching the 
transmitter via a heavy conductor to a properly designed and constructed 
station ground system is what is required. The only feeble excuse for a 
three wire cord is that it can be used to assure an earth ground for the 
transmitter when its on the work bench. But then a three wire cord won't 
keep you from killing yourself when you touch high voltage while clinging 
to your D-104 with the other hand. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


From: "Dick Dillman" <ddillman@igc.org> 
To: Old Tube Radios <boatanchors@theporch.com> 


Date: Mon, 18 Jun 2001 18:36:27 -0700 
MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 

Subject: Re: BA sighting, TOUCH OF EVIL, 1958 
Message-ID: <3B2E4A2B.10355.478F3C@localhost> 


On 18 Jun 2001, at 20:57, Andy Wallace wrote: 


cabins... 


VVVVV VV MV 


or to see poor Welles tote his 400 lbs around. 


Plus the accurate low band VHF body bug and receiver with 
National dial. Great flick... 


Dick Dillman, W6AWO 
Member of the Maritime Radio Historical Society 
http://www. radiomarine.org 
Collector of Heavy Metal: 
Harleys, Willys and Radios over 100lbs. 


Message-ID: <0Q22201c0f£875$£6be42a0$672fcfd1@hppav> 
From: "Bob Nickels" <ranickel@mwci.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Chrome and Glass Live Again! 
Date: Mon, 18 Jun 2001 23:07:31 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Just watched this one over the weekend -- Orson Welles plays a corrupt 
police chief in a border town and Charlton Heston plays his honest 
Mexican counterpart... Anyway, the BA in question is in the office of 


the seedy motel -- A Hallicrafters SX-42, pumping music to the seedy 


Worth watching just to see Dennis Weaver play the kooky night manager, 


Don't miss the great article by Paul Courson WA3VJB in the current issue of 
Radio World, describing ham conversion of old broadcast transmitters. 


article can be found online at: 


http://www. radioworld.com/reference-room/special-report/rwf-chromeJune20.sht 


m1 


Included is a list of 80 AM'ers who run Collins, Gates, RCA and other 
classic transmitters. 


73, Bob W9RAN 


From: n6énae@ix.netcom.com 

Date: Tue, 19 Jun 2001 01:28:48 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: RCA Crystal Unit ?°?°? 

Message-ID: <Springmail.105.992928528 .0.09651100@www. springmail .com> 


Somewhere in my travels I picked up an RCA type TMV-129-G Crystal 
Unit. From the label I gather it's a 100kc crystal inside an oven. 


Very 40's or 50's red and black box with the big RCA logo on the tag. 
Six pins on the bottom which I'll never find a socket for. 
Permanently potted in hard foam insulation. 


Does anybody have any info, such as what it was used in and the 
circuit it goes with? It looks like it could be the basis for building a serious 
lab frequency calibrator. 


I've guessed the pinout. The heater and thermostat were easy. Found 

two more pins which oscillated when connected to the crystal marker 
oscillator recently described in ER. The waveform looked like a 

herniated square wave, probably due to wrong loading, but it did hum along at 
100kc. So I guess it's still good. 


Hope somebody has a bit of data on this gem. 
Thanks, 
Richard 


Message-ID: <3B2F1229.EF4B2C72@infonline.net> 
Date: Tue, 19 Jun 2001 04:49:45 -0400 

From: Charles Ring <charlesr@infonline.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: RCA Crystal Unit ?°?°? 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


n6nae@ix.netcom.com wrote: 


> Somewhere in my travels I picked up an RCA type TMV-129-G Crystal 
> Unit. From the label I gather it's a 100kc crystal inside an oven. 


Very 40's or 50's red and black box with the big RCA logo on the tag. 
Six pins on the bottom which I'll never find a socket for. 
Permanently potted in hard foam insulation. 


Does anybody have any info, such as what it was used in and the 

circuit it goes with? It looks like it could be the basis for building a 
serious lab frequency calibrator. 

> 

> I've guessed the pinout. The heater and thermostat were easy. Found 

> two more pins which oscillated when connected to the crystal marker 

> oscillator recently described in ER. The waveform looked like a 

> herniated square wave, probably due to wrong loading, but it did hum along at 
100kc. So I guess it's still good. 

> 

> Hope somebody has a bit of data on this gem. 

> Thanks, 

> Richard 


VV VVV VV 


This sounds mostly identical to the TMV-129-B crystal /oven that I have, which is 
from a circa 1950 RCA AM broadcast 
transmitter on 1390 kc. 


73 de W3NU 


Message-Id: <4.2.0.58.20010619070739.00a4eb40@miavx1.muohio.edu> 

Date: Tue, 19 Jun 2001 07:10:56 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "James C. Garland" <4cx250b@miavx1.acs.muohio.edu> 

Subject: Re: Ranger II AC Cord/Fuse Replacement 

Mime-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="=====================_567085585==_.ALT" 


Content-Type: text/plain; charset="us-ascii"; format=flowed 


At 09:07 PM 6/18/2001 , you wrote: 
>Hello Robert; 


> 
> > Now, from those who have acutally done this, what is the 'best' way to 
> > replace the two wire fused plug with a three wire line and add a fuse 
> > assmebly? ......... 


I've used the fused plug assembly on my Valiant and Ranger. I agonized over 
whether to keep it or swap it for a 3-wire cord, with a fuse block hidden 
under the chassis. I opted to keep it, but to make sure the chassis of each 
rig was externally grounded (good practice, in any event). I also jumpered 
one of the fuses and made sure the remaining fuse was in the hot side of 
the AC line. It's not a good idea to fuse the neutral line. 


Jim Garland W8ZR 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KKK KK KR KK KKK KK KKK KKK KK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
* Mail Lists at theporch.com only accept PLAIN TEXT 
x If your postings display this message your mail program 
* is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KKK KK KR KK KKK KK KKK KKK KK KKK KKK 


* 
* 
* 
* 


+ + + FF + OF 


- -SSSSSsSSsSSSS========_ 567085585==_.ALT-- 


Message-ID: <3B2F5037.BOAB1275@ghg.net> 

Date: Tue, 19 Jun 2001 08:14:31 -0500 

From: Ned Ely <adcinfo@ghg.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch. com> 
Subject: Re: Chrome and Glass Live Again! 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


For some reason, the URL given stops at an "out- of- order" message. Clicking on 
the "RW Online" highlight will get you back to their Home Page and then you can 
proceed forward to the "Chrome and Glass" article. 


Bob Nickels wrote: 
Don't miss the great article by Paul Courson WA3VJB in the current issue of 
Radio World, describing ham conversion of old broadcast transmitters. The 


article can be found online at: 


http://www. radioworld.com/reference-room/special-report/rwf-chromeJune20.sht 
m1 


VV VVV VV 


Included is a list of 80 AM'ers who run Collins, Gates, RCA and other 
classic transmitters. 


73, Bob WIRAN 


End of BOATANCHORS Digest 3175 
KK KAKA KKK KK IKK KIKI K IIIA KER 


